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(57) ABSTRACT

This invention provides a technique which allows the user to
select whether or not to make print settings without any
special operation such as key operations or button operations
upon printing information held by a mobile terminal using a
printer. To this end, in a case where it is detected that a mobile
terminal is located with an NFC communication range, an
NFC communication is established to exchange information
s0 as to prepare for transition to a BT communication, infor-
mation to be printed is received via the BT communication,
thus printing the information. At this time, only in a case
where an established state of the NFC communication is
continued for a predetermined period of time since the NFC
communication is established, a detailed print setting menu is
displayed.
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PRINT CONTROL APPARATUS AND
CONTROL METHOD THEREOF

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a device control technique
between wireless communication apparatuses which make
short distance wireless communications.

2. Description of the Related Art

In recent years, multi-function mobile phones, that is, so-
called smartphones, which incorporate not only a telephone
function but also a camera function, network browser func-
tion, wireless communicate functions, application execution
function (for example, a mail function), and the like have been
marketed as products. In terms of wireless communication
function, the smartphone incorporates a WLAN (Wireless
Local Area Network) communication function, a Bluetooth®
communication (to be referred to as “BT communication”
hereinafter) function, an IC (Integrated Circuit) card system,
and the like in addition to the telephone communication func-
tion. With the IC card system of these functions, when another
IC card, called a target, gets closer to a device called an
initiator which transmits an RF (Radio Frequency) field
(magnetic field), the IC card receives a power supply by
means of electromagnetic induction, and executes data trans-
fer. As a communication protocol for the IC card system, an
NFC (Near Field Communication) has been laid down. On
the other hand, a method in which an IC card system specifies
and authenticates a device and decides a communication pro-
tocol in data transfer between devices including a plurality of
communication protocols and a communication of actual
large-size data is made by switching (handing over) from the
NFC to another protocol that allows high-speed communica-
tions such as BT communications is known. An example of
literature which discloses such a technique is Japanese Patent
Laid-Open No. 2004-364145.

When an image held by a mobile terminal such as the
aforementioned smartphone is to be printed by an MFP
(Multi Function Printer) including a plurality of functions
such as a copy function and scan function, an application on
the mobile terminal side selects an image to be printed, and
specifies an MFP and exchanges authentication keys in
another protocol such as BT communications using NFC
communications. After that, image data to be printed is sent
via WLAN or BT communications after the handover. The
MEFP analyzes received image data, and prints an image on a
medium such as a paper sheet. By applying such system
arrangement, the user can obtain printed image data by means
of a simple operation.

The MFP is configured to allow a plurality of print settings.
In the aforementioned arrangement since the user cannot
make detailed print settings, he or she has to set a paper size,
paper type, print quality, and the like in advance on the MFP
side. No problem may be posed for the user who executes
printing under the same print setting condition for each time.
However, in order to meet a request to print an image on a
large-sized sheet in some cases, a problem that the user has to
change settings prior to communications still remains
unsolved. Especially, in an environment in which an unspeci-
fied number of users use one printer, individual users have
different print preferences or print purposes, this problem
cannot be ignored.

SUMMARY OF THE INVENTION

The present invention has been made in consideration of
the aforementioned problem. Then, this disclosure provides a
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technique which allows the user to select whether or not to
make print settings without any special operations such as key
operations or button operations when information held by a
mobile terminal is to be printed using a printer.

In order to solve the aforementioned problem, for example,
this disclosure provides a print control apparatus having the
following arrangement.

That is, there is provided a print control apparatus com-
prising:

a communication unit configured to make, in a case where
a communication device is located within a communication
range required for a predetermined wireless communication
method by the communication unit, a wireless communica-
tion with the communication device using the predetermined
wireless communication method;

a display control unit configured to control, in a case where
the wireless communication with the communication device
using the predetermined wireless communication method by
the communication unit is continued for not less than a pre-
determined period of time, a display device to display a screen
required for a user to designate a print setting upon printing
data to be printed; and

a print control unit configured to control, in a case where
the display control unit controls to display the screen, a
printer to print the data to be printed corresponding to print
information received from the communication device by the
communication unit.

According to the aforementioned arrangement, when
information held by a mobile terminal is to be printed by the
printer, the user can select whether or not to make print
settings without any special operations such as key operations
or button operations, and can execute printing under such
convenience.

Further features of the present invention will become
apparent from the following description of exemplary
embodiments (with reference to the attached drawings).

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a flowchart (representative view) showing the
control sequence of an MFP;

FIG. 2 is a diagram showing the overall arrangement of a
system,

FIG. 3 is a view showing the outer appearance of a mobile
communication terminal;

FIGS. 4A and 4B are views showing the outer appearance
of the MFP;

FIGS. 5A to 5C are views showing display examples of the
mobile communication terminal;

FIG. 6 is a sequence chart of processing according to the
first embodiment;

FIGS. 7A and 7B are views showing display screen
examples of a printer;

FIG. 8 is a block diagram of the mobile communication
terminal;

FIG. 9 is a block diagram of the MFP;

FIG. 10 is a block diagram for explaining details of an NFC
unit;

FIG. 11 is a view showing a display example of the mobile
communication terminal;

FIG. 12 is a sequence chart of the second embodiment;

FIGS. 13A and 13B are views showing description
examples of a Capability request and Capability information;

FIG. 14 is a flowchart of the mobile communication termi-
nal;

FIG. 15 is a flowchart until a device operates as an initiator;
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FIG. 16 is a communication sequence chart in a passive
mode;

FIG. 17 is a communication sequence chart in an active
mode; and

FIG. 18 is a state transition chart of a target.

DESCRIPTION OF THE EMBODIMENTS

Embodiments according to the present invention will be
described in detail hereinafter with reference to the accom-
panying drawings. Note that the relative layouts of compo-
nents, display screens, and the like described in this embodi-
ment do not limit the scope of the present invention unless
otherwise specified.

First Embodiment

The first embodiment will explain an example in which
after authentication is executed by a low-speed communica-
tion unit using a short distance wireless communication
method, the communication unit is then switched to a high-
speed communication unit of a wireless communication,
thereby sending print data. More specifically, a print method
which adopts a handover technique that executes authentica-
tion via short distance wireless communications such as NFC
(Near Field Communications), and a wireless communica-
tion of another communication method inherits the commu-
nications will be described below.

FIG. 2 shows the arrangement of a wireless communica-
tion system according to this embodiment. A mobile commu-
nication terminal 200 and multi function printer (to be
referred to as an MFP hereinafter) 300 are connected. The
mobile communication terminal 200 includes at least two
types of wireless communication units having different
authentication methods and communication rates. The
mobile communication terminal 200 is not particularly lim-
ited, and a personal information terminal such as a PDA
(Personal Digital Assistant), mobile phone, digital camera,
and the like may be used as long as they can handle files to be
printed. The MFP 300 has a print function using a printing
unit such as an inkjet printer, and includes a display device
and operation panel which allow the user to make various
settings. The MFP 300 may also have a scanning function of
scanning a document image placed on a platen, FAX function,
and telephone function.

FIG. 3 shows the outer appearance of the mobile commu-
nication terminal 200. This embodiment will exemplify a
smartphone. The “smartphone” means a multi-function
mobile phone which incorporates a camera, network browser,
mail function, and the like in addition to functions of a mobile
phone. An NFC unit 201 is a unit required to make commu-
nications using the NFC. When the NFC unit 201 is moved
closer to a partner NFC unit within a range of about 10 cm,
they can communicate with each other in practice. A BT unit
202 is a unit required to make Bluetooth communications,
and is arranged inside the terminal 200. A display unit 203 is,
for example, a display including an L.CD type display mecha-
nism. An operation unit 204 includes an electrostatic touch
panel type transparent operation mechanism, which covers a
display screen of the display unit 203, and detects operation
information of the user. As a representative operation method,
the display unit 203 displays software buttons, and the user
touches a button on the operation unit 204, thus issuing an
event associated with that button portion and executing pro-
cessing. A power key 205 is used to turn on/off a power

supply.
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FIG. 4A is a perspective view showing the outer appear-
ance of the MFP 300, and FIG. 4B is a top view of the MFP
300. A platen 301 is a glass-like transparent table, which is
used to scan a document placed on itself using a scanner. A
document cover 302 is a cover required to prevent scanning
light from externally leaking at the time of scanning by the
scanner. A printing sheet insertion port 303 is an insertion port
onwhich paper sheets of various sizes are set. Paper sheets set
on the printing sheet insertion port 303 are conveyed one by
one to a printing unit, and are discharged from a printing sheet
discharge port 304 after a desired printing operation. An
operation/display unit 305 and NFC unit 306 are arranged on
an upper portion of the document cover 302. The operation/
display unit 305 includes keys used to make various opera-
tions and an LCD information display unit, and is configured
to allow the user to make operations and settings associated
with the MFP 300. The NFC unit 306 is a unit required to
make NFC, and is a place where a partner apparatus is
approximated to the MFP. A distance of about 10 cm from the
NFC unit 306 is an effective distance ofa contact. In a BT unit
307, a communication module required to make BT commu-
nications and an antenna are embedded.

FIG. 8 is a block diagram of the mobile communication
terminal 200 (as a smartphone) according to this embodi-
ment.

The mobile communication terminal 200 includes a main
board 801 which executes main control of the terminal itself,
a WLAN unit 817 which makes WLAN communications, an
NFC unit 818 which makes NFC communications, and a BT
unit 821 which makes Bluetooth® communications.

In the main board 801, a CPU 802 is a system control unit,
and controls the overall mobile communication terminal 200.
A ROM 803 stores control programs to be executed by the
CPU 802, embedded operating system (OS) program, and the
like. In this embodiment, respective control programs stored
in the ROM 803 implement software control such as sched-
uling and task switching under the management of the
embedded OS stored in the ROM 803.

A RAM 804 includes an SRAM (Static RAM) or the like,
stores program control variables and the like, also stores data
such as setting values registered by the user and management
data of the mobile communication terminal 200, and is allo-
cated with various work buffer areas.

An image memory 805 includes a DRAM (Dynamic
RAM) or the like, and temporarily stores image data received
via a communication unit and those which are read out from
a data storage unit 812 so as to be processed by the CPU 802.
A nonvolatile memory 822 includes a flash memory or the
like, and stores data to be saved even after power-OFF. Such
data include, for example, address book data, previously con-
nected device information, and the like. Note that such
memory configuration is not limited to this. For example, the
image memory 805 and RAM 804 may be shared, or data may
be backed up in the data storage unit 812. In this embodiment,
the DRAM is used as the image memory 805. However, the
present invention is not limited to this since other storage
media such as a hard disk and nonvolatile memory may be
used.

A data conversion unit 806 executes analysis of a page
description language (PDL) and the like, and data conversion
such as color conversion and image conversion. A telephone
unit 807 controls a telephone line, and realizes telephone
communications by processing audio data input/output via a
loudspeaker unit 813. An operation unit 808 controls signals
of the operation unit 204 described using FIG. 2. A GPS
(Global Positioning System) 809 acquires, for example, the
current latitude and longitude, and the like. A display unit 810
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electronically controls the display contents of the display unit
203 described using FIG. 2, allows various input operations,
and can display operation states, status conditions, and the
like of the MFP 300.

A camera unit 811 has a function of digitally recording and
encoding an image input via a lens. An image captured by the
camera unit 811 is saved in the data storage unit 812. The
loudspeaker unit 813 realizes a function of inputting or out-
putting a speech for a telephone function, and also an alarm
notification function and the like. A power supply unit 814
includes a portable battery, and controls that battery. A power
supply state includes a battery dead state in which the battery
has no remaining amount, a power-OFF state in which the
power key 205 is not pressed, an active state in which the
apparatus is normally active, and a power saving state in
which the apparatus is active but is set in a power saving
mode.

The mobile communication terminal 200 incorporates
three WLAN, NFC, and Bluetooth® units required to make
wireless communications, and can make wireless communi-
cations using any of these units. When the mobile communi-
cation terminal 200 makes data communications with another
device such as the MFP, it converts data into packets, and
makes packet transmission to the other device. Conversely,
the mobile communication terminal 200 converts packets
coming from another external device into data, and sends the
data to the CPU 101. The WLAN unit 817, NFC unit 818, and
BT unit 821 are connected respectively via bus cables and the
like. The WLAN unit 817, NFC unit 818, and BT unit 821 are
units required to attain communications compliant with the
standards. Details of the NFC unit 818 will be described later
with reference to FIG. 10.

The respective components 803 to 814, 817, 818, 821, and
822 in the main board 801 are connected to each other via a
system bus 819 managed by the CPU 802.

FIG. 9 is a schematic block diagram showing the arrange-
ment of the MFP 300. The MFP 300 includes a main board
901 which executes main control of the apparatus itself, a
WLAN unit 917 which makes WLAN communications, an
NFC unit 918 which makes NFC communications, and a BT
unit 919 which makes Bluetooth® communications.

In the main board 901, a CPU 902 is a system control unit,
and controls the overall MFP 300. A ROM 903 stores control
programs to be executed by the CPU 902, an embedded
operating system (OS) program, and the like. In this embodi-
ment, respective control programs stored in the ROM 903
implement software control such as scheduling and task
switching under the management of the embedded OS stored
in the ROM 903.

A RAM 904 includes an SRAM (Static RAM), stores
program control variables and the like, also stores setting
values registered by the user and management data of the
MFP 300, and is allocated with various work buffer areas. A
nonvolatile memory 905 includes a flash memory or the like,
and stores data to be held even after power-OFF. More spe-
cifically, such data include network connection information,
user data, and the like. An image memory 906 includes a
DRAM (Dynamic RAM) or the like, and stores image data
received via respective communication units, those processed
by an encoding/decoding processing unit 912, and those
acquired via a memory card controller 516. Also, as in the
memory configuration of the mobile communication terminal
200, the present invention is not limited to such specific
memory configuration. A data conversion unit 907 executes
analysis of a page description language (PDL) and the like,
conversion from image data into print data, and the like.
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A scanning control unit 908 will be described below. A
scanning unit 910 optically scans a document by, for example,
a CIS sensor (contact image sensor). Next, the scanning con-
trol unit 908 applies various kinds of image processing such
as binarizing processing and halftone processing to an image
signal converted into electrical image data via an image pro-
cessing control unit (not shown), thereby outputting high-
resolution image data.

An operation unit 909 and display unit 911 correspond to
the operation/display unit 305 described using FIG. 4. The
encoding/decoding processing unit 912 executes encoding/
decoding processing and enlargement/reduction processing
of image data (JPEG, PNG, etc.) handled by the MFP 300.

A paper feed unit 914 can hold paper sheets used in print-
ing. A paper sheet can be fed from the paper feed unit 914
under the control of a printing control unit 916. Especially, as
the paper feed unit 914, a plurality of paper feed units can be
prepared so as to hold a plurality of types of paper sheets in
one apparatus. Then, the printing control unit 916 can control
to select a paper feed unit used to supply paper sheets.

The printing control unit 916 applies various kinds of
image processing such as smoothing processing, printing
density correction processing, and color correction to image
data to be printed via an image processing control unit (not
shown) to convert that image data into high-resolution image
data, and outputs the converted data to a printing unit 915. The
printing control unit 916 also assumes a role of periodically
reading out information of the printing unit, and updating
information in the RAM 904. More specifically, the printing
control unit 916 updates the remaining amount of an ink tank
and a printhead state.

The MFP 300 also incorporates three communication units
required to make wireless communications as in the mobile
communication terminal 200, and a description of these com-
munication units will not be repeated since their functions are
the same. The respective components 902 to 919 are con-
nected to each other via a system bus 923 managed by the
CPU 902.

FIG. 10 is a block diagram showing details of an NFC unit
used in the NFC unit 818 or 918. The arrangement of an NFC
unit 1000 will be described below with reference to FIG. 10.
The NFC unit 1000 includes an NFC controller unit 1001,
antenna unit 1002, RF unit 1003, transmission/reception con-
trol unit 1004, NFC memory 1005, power supply 1006, and
device connection unit 1007. The antenna unit 1002 receives
electromagnetic waves and carriers from another NFC
device, and sends electromagnetic waves and carriers to
another NFC device. The RF unit 1003 has a function of
modulating an analog signal to a digital signal and demodu-
lating the digital signal into the analog signal. The RF unit
1003 includes a synthesizer, and controls bands and channels
based on frequency assigned data by identifying frequencies
of bands and channels. The transmission/reception control
unit 1004 executes control associated with transmission/re-
ception such as assembling/disassembling of transmission/
reception frames, appending and detection of'a preamble, and
frame identification. Also, the transmission/reception control
unit 1004 controls the NFC memory 1005 to read/write vari-
ous data and programs. When the NFC unit operates in the
active mode, it receives electric power via the power supply
1006 (a main power supply of the smartphone or MFP) to
communicate with a device via the device connection unit
1007 and to communicate with another NFC device located
within a communication range by carriers sent/received via
the antenna unit 1002. When the NFC unit operates in the
passive mode, it receives carriers from another NFC device
via the antenna unit to wirelessly receive electric power from
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that NFC device by electromagnetic induction, and
exchanges data via communications with that NFC device by
modulating carriers.

FIG. 15 is a flowchart required for the NFC unit to operate
as an initiator.

Initially, in step S2001, all NFC units operate as a target,
and are set in a waiting state of a command from an initiator.
Next, in step S2002, each NFC unit can be switched to an
initiator in response to a request from an application, which
controls communications based on the NFC standard. If the
NFC unit is switched to an initiator in response to the request,
the application has to select one of the active mode and
passive mode and decide a transmission rate in step S2003.
Then, in step S2004, the initiator detects an external RF field
output from an apparatus other than the self apparatus. If the
external RF field is detected, the initiator does not generate a
self RF field. If no external RF field is detected, the process
advances to step S2005, and the initiator generates a self RF
field. Via the aforementioned steps, the NFC unit begins to
operate as the initiator.

FIG. 16 is a sequence chart of data exchange in the passive
mode. In FIG. 16, a case will be described below wherein an
NFC unit 2101 operates as an initiator, and an NFC unit 2102
operates as a target.

In step S2101, the NFC unit 2101 executes single-device
detection to specify the NFC unit 2102. Next, in step S2102,
the NFC unit 2101 sends a self identifier, a bit transmission
rate of sending/reception, a valid data length, and the like as
an attribute request. The attribute request has general bytes,
and can be arbitrarily selected and used. When the NFC unit
2102 receives a valid attribute request, it sends an attribute
response in step S2103. In this case, the response is sent from
the NFC unit 2102 by load modulation, and data sending by
means of load transmission is expressed by a dotted line
arrow in FIG. 16.

In step S2104, after the NFC unit 2101 confirms a valid
attribute response, it sends a parameter selection requestto be
able to change parameters of a subsequent transmission pro-
tocol. Parameters included in the parameter selection request
are a transmission rate and valid data length. When the NFC
unit 2102 receives a valid parameter selection request, it
sends a parameter selection response in step S2105, and
changes the parameters. Note that steps S2104 and S2105
may be omitted if parameters are not changed.

In step S2106, the NFC units 2101 and 2102 exchange data
by a data exchange request and data exchange response. The
data exchange request and response can send information for
applications included in communication partners as data, and
can divisionally send information when a data size is large.

Upon completion of data exchange, the process advances
to step S2107, and the NFC unit 2101 sends either a selection
release request or release request. When the NFC unit 2101
transmits the selection release request, the NFC unit 2102
sends a selection release response in step S2108. Upon recep-
tion of the selection release request, the NFC unit 2101
releases the attributes indicating the NFC unit 2102, and the
process returns to step S2101. When the NFC unit 2101 sends
arelease request, the NFC unit 2102 sends a release response
and returns to an initial state in step S2108. When the NFC
unit 2101 receives the release response, it may return to an
initial state since the target is completely released.

FIG. 17 is a sequence chart of data exchange in the active
mode. In FIG. 17, a case will be described below wherein an
NFC unit 2101 operates as an initiator, and an NFC unit 2102
operates as a target.

In step S2201, the NFC unit 2101 transmits a selfidentifier,
a bit transmission rate of sending/reception, a valid data
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length, and the like as an attribute request. Upon reception of
a valid attribute request, the NFC unit 2102 transmits an
attribute response in step S2202. In this case, the request is
sent from the NFC unit 2102 by an RF field generated by
itself. For this reason, the NFC units 2101 and 2102 stop
outputting of an RF field after completion of data sending.

After the NFC unit 2101 confirms a valid attribute
response, it sends a parameter selection request to be able to
change parameters of a transmission protocol in step S2203.
Parameters included in the parameter selection request are a
transmission rate and valid data length. Upon reception of a
valid parameter selection request, the NFC unit 2102 sends a
parameter selection response and changes the parameters in
step S2204. Note that as in the passive mode, steps S2203 and
S2204 may be omitted if the parameters are not changed.

In step S2205, the NFC units 2101 and 2102 exchange data
by a data exchange request and data exchange response. The
data exchange request and response can send information for
applications included in communication partners as data, and
can divisionally send information when a data size is large.

Upon completion of data exchange, the process advances
to step S2206, and the NFC unit 2101 sends either a selection
release request or release request. When the NFC unit 2101
sends the selection release request, the NFC unit 2102 sends
a selection release response in step S2207. Upon reception of
the selection release request, the NFC unit 2101 releases the
attributes indicating the NFC unit 2102. After that, the NFC
unit 2101 sends an activation request to another target, an
identifier of which is given in step S2208. A target, which
received the activation request, sends an activation response
in step S2209, and the process returns to step S2201. When
the NFC unit 2101 sends the release request, the NFC unit
2102 sends a release response in step S2208 and returns to the
initial state. When the NFC unit 2101 receives the release
response, it may return to the initial state since the target is
completely released.

FIG. 18 shows state transitions of a target in the NFC.

A POWER-OFF state S2301 represents a power-off state.
In this state S2301, when the target is placed in a magnetic
field H larger than a threshold Hmin, it transits to a SENSE
state S2302. In the SENSE state S2302, the target waits for a
command from an initiator. Upon reception of a detection
request or whole-device activation request, the target transits
to a RESOLUTION state S2303, and returns a detection
response. Upon reception of another command, the target
stays in the SENSE state S2302. In the RESOLUTION state
82303, single-device detection is used. When a valid selec-
tion request is received as a result of the single-device detec-
tion, the target returns a selection response to an initiator, and
transits to a SELECTED state S2304. Upon reception of
another command, the target returns to the SENSE state
S2302.

In the SELECTED state S2304, the target recognizes an
attribute request, a parameter selection request, or a command
of a valid unique specification. Upon reception of a valid
sleep request or selection release request, the target transits to
a SLEEP state S2305. Upon reception of another command,
the target returns to the SENSE state S2302.

Upon reception of a whole-device activation request, the
target in the SLEEP state S2305 returns a detection response,
and then transits to a RESOLUTION* state S2306. Upon
reception of another command, the target stays in the SLEEP
state S2305. The RESOLUTION* state S2306 is nearly the
same as the RESOLUTION state S2303, and single-device
detection is used. Upon reception of a valid selection request,
the target transits to a SELECTED* state S2307. Upon recep-
tion of another command, the target stays in the SLEEP state
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S2305. The SELECTED* state S2307 is nearly the same as
the SELECTED state S2304, and the target recognizes an
attribute request, a parameter selection request, or acommand
of a valid unique specification. Upon reception of a valid
sleep request or selection release request, the target transits to
the SLEEP state. Upon reception of another command, the
target falls back to the SLEEP state.

The NFC unit and the communication sequences between
the NFC units according to this embodiment have been
described. The NFC unit 818 included in the mobile commu-
nication terminal 200 and the NFC unit 918 included in the
MEP 300 execute the aforementioned sequences.

A practical example in which the aforementioned
sequences are applied to print processing for printing image
data stored in the mobile communication terminal 200 by the
MEFP 300 according to the first embodiment will be described
in detail below.

FIGS. 5A to 5C show an example of an image printing
application which runs on the mobile communication termi-
nal 200. When the application is launched, thumbnails 501 of
image data are initially displayed on the touch panel display
screen 203 as an image selection screen shown in FIG. 5A, so
as to allow the user to select a desired image. The selected
image is displayed together with a focus 502 (a bold frame in
FIG. 5A) so as to be distinguished from other images in a
non-focus state. This application also allows an image to be
displayed in an enlarged/reduced scale, and allows the user to
confirm image information such as a photographing date in
addition to image selection (not shown). The user can select
an image to be printed on the display screen shown in FIG.
5A. Note that in FIG. 5A, the user selects not only an image
to be printed, but he or she may select a folder to be printed so
as to designate files in the selected folder as those to be
printed. When the user selects one or a plurality of images,
and touches a displayed print start key 503 to instruct to print
the selected images, MFPs are searched for via the BT unit
202 based on an inquiry request, and a name list of found
MEFPs is displayed on the display screen of the display unit
203. Note that when the user touches the print start key 503,
a list indicating files to be printed selected by the user or that
of folders to be printed selected by the user is generated. This
list includes file paths indicating a folder that stores files to be
printed and these files in a memory of the mobile communi-
cation terminal 200 as specifying information required to
specify data to be printed. In processing to be described later,
the MFP 300 specifies files to be printed using this list, thus
executing PULL print processing.

A printer selection screen shown in FIG. 5B shows a dis-
play example of found printers. On the other hand, simulta-
neously with the printer search via BT communications, an
RF field is formed around the antenna of the NFC unit 201
(818) to make NFC communications, and to search for a
target (the NFC unit 918 on the MFP in this embodiment).
When an MFP which serves as a target is found by locating
the mobile communication terminal 200 in the vicinity of the
MEFP 300, the device search based on the inquiry request of
the BT communications is stopped, and communications
based on the NFC communication protocol are started to
acquire information required for the BT communications.
The mobile communication terminal 200 establishes a con-
nection to the MFP 300, which is found as a target, via BT
communications based on the data received via the NFC
communications, and transfers image data to the MFP 300. In
orderto present an image data sending state to the user, a print
state display screen shown in FIG. 5C, which includes print
image information and a data transfer status, is displayed. In
the description of this embodiment, the case has been exem-
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plified wherein the mobile communication terminal 200
serves as an initiator of the NFC communications to make
communications in the passive mode. However, the object of
the present invention can be achieved even by a connection
method in which the MFP side serves as an initiator or a
method in which both the devices are set in the active mode to
make communications.

The NFC communication protocol and BT communication
protocol between the mobile communication terminal 200
and MFP 300 will be described in detail below with reference
to the sequence chart shown in FIG. 6.

The mobile communication terminal 200 sends a polling
command via NFC communications so as to search for a
device to which an image is to be sent (step S601). When the
MEFP 300 returns a response to the polling command (step
S602), the mobile communication terminal 200 judges that a
target is found, and issues an NFC ID request including a self
NFC ID (step S603). The MFP 300 receives this request, and
sends a self NFC ID as a response to the request (step S604).
With the above sequence, the mobile communication termi-
nal 200 and MFP 300 specify communication partners based
on the received NFC IDs. After that, the mutual devices
exchange keys to issue an authentication request (step S605)
and authentication response (step S606), thus achieving
mutual authentication and encrypting subsequent communi-
cations.

Next, the mobile communication terminal 200 issues a
request of information associated with other available proto-
cols (step S607). Upon reception of this request, the MFP 300
returns information associated with other available protocols
of itself (including BT communications) (step S608). The
mobile communication terminal 200 selects BT communica-
tions faster than the NFC as a protocol suited to send image
data based on the received protocol information. Next, the
mobile communication terminal 200 issues a request of infor-
mation associated with a Bluetooth Device Address
(BD_ADDR), passkey, and link key required to establish a
BT communication connection with the MFP 300 (step
S609), and receives information required to establish the BT
communication connection as a response from the MFP 300
(step S610).

The mobile communication terminal 200 issues a BT con-
nection request (step S611) using the BT communication unit
202 based on the received information, and the MFP 300
responds to the connection request (step S612), thus estab-
lishing a BT link connection. The mobile communication
terminal 200 sends selected image data to the MFP 300 via
BT communications (steps S615 and S616). On the other
hand, the NFC communication unit of the mobile communi-
cation terminal 200 continuously sends polling commands
irrespective of the BT communications (steps S613 and
S617), and the MFP 300 returns responses to the polling
commands (steps S614 and S618). When a response to the
polling command (step S619) ceases to be returned, it is
detected that the mobile communication terminal 200 and
MEFP 300 are physically distant from each other. Since the
mobile communication terminal 200 issues this polling com-
mand so as to confirm if it is located in the vicinity of the MFP
300, the terminal 200 may issue other commands to achieve
the object of the present invention. Alternatively, the mobile
communication terminal 200 may continuously form an RF
field without sending any command, and the MFP 300 may
continuously detect the RF field, thereby also achieving the
object of the present invention. This embodiment has
explained the sequence in which image data is sent in a
so-called PUSH type mode based onthe BT communications.
Alternatively, the object of the present invention can also be
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achieved by a method in which data is acquired from the MFP
side in a PULL type mode, a method of sending image data
using other protocols such as a WLAN connection other than
the BT communications, a method in which image data is
saved in a server on the Internet, and the MFP receives URL
information of image data to be printed and directly acquires
image data from the server, and the like.

Communication control in the MFP 300 will be described
in detail below with reference to the flowchart shown in FIG.
1 and screen display examples shown in FIGS. 7A and 7B.

When the mobile communication terminal 200 which
forms an RF field gets closer to the MFP 300, and the MFP
300 detects that RF field (step S101), the MFP 300 returns
responses to an ID request and authentication request via
NFC communications (step S102). Next, the MFP 300
exchanges available communication protocol information
and information required for that communication processing
(step S103). The mobile communication terminal 200 and
MFP 300 establish BT communications based on information
exchanged via the communications (step S104). The same
processing as the aforementioned communication processing
(first communication control processing) of the MFP 300 is
also executed in the mobile communication terminal 200
(second communication control processing).

Note that when the BT communications have been success-
fully established, the user is informed of that fact by display-
ing a message on a screen or outputting a buzzer tone (not
shown).

When the BT communications have been established, the
MEFP 300 detects polling commands from the mobile com-
munication terminal 200 via the NFC unit 918 (steps S613
and S617), as described using FIG. 6, thereby detecting
whether or not the mobile communication terminal 200 is still
located within an NFC communication range (step S105). If
the NFC unit 918 of the MFP 300 does not detect any polling
command, that is, if the mobile communication terminal 200
moves to fall outside the communication range of the NFC
unit 918 of the MFP 300, the MFP 300 prints image data sent
in a PUSH type mode based on the BT communications (step
S108). At this time, print settings are made according to
default settings which were made in advance on the MFP side
(first print control processing). Note that in step S108, print
setting set by the mobile communication terminal 200 may be
used in place of those which were set in advance on the MFP
side. More specifically, print processing is executed accord-
ing to print settings received together with data to be printed
via the BT communications. Alternatively, when print set-
tings fail to be received via the BT communications, print
processing may be executed according to the print settings,
which were made in advance on the MFP side.

Also, during the print processing via the BT communica-
tions, a screen shown in FIG. 7A is displayed on the display
unit 911.

On the other hand, if the NFC unit 918 detects the polling
command immediately after the BT communications are
established, the MFP 300 determines whether or not a polling
detection duration is equal to or larger than a pre-set threshold
(step S106). If NO in step S106, steps S105 and S106 are
looped as long as the polling command is detected. If the user
moves the mobile communication terminal 200 to fall outside
the NFC communication range during this interval (if the
duration in which the BT communications are established is
less than the threshold), since the NFC communications are
disconnected, NO is determined in step S105, and the process
advances to step S108 to execute print processing according
to default settings.
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On the other hand, if the MFP 300 determines that the user
continuously puts the mobile communication terminal 200
over the NFC unit 918 of the MFP 300 for 2 sec or longer
since the BT communications are established, it receives a
folder list indicating folders to be printed from the mobile
communication terminal 200 via the NFC unit 918 (step
S109). Note that when the user has selected files to be printed
shown in FIG. 5A on the mobile communication terminal
200, the MFP 300 receives a file list indicating files to be
printed. Then, the MFP 300 displays a detailed print setting
screen (FIG. 7B) on the display unit 911 (step S110). Also, the
MEFP 300 notifies the user by means of a buzzer tone indicat-
ing that detailed settings are allowed (not shown). Note that
upon detection of the duration of 2 sec, an elapse of time can
be detected by a method of measuring a time using a timer of
the MFP or by counting the number of polling commands. On
the detailed setting screen shown in FIG. 7B, items such as a
paper size, paper type, print quality, border setting, photo
correction, red-eye correction, and the like, which are related
to image print processing of the MFP 300, are arranged, and
they can be respectively set by the user (not shown). There-
fore, even when L size is designated as a default paper size,
the user can designate 2L size. Then, the MFP 300 determines
whether or not the user has completed the print settings on the
screen displayed in step S110 are complete (step S111). Ifthe
user has completed various settings, he or she selects an OK
button 701. In step S111, the MFP 300 detects whether or not
this OK button 701 is selected. If selection of the OK button
701 is detected, the MFP 300 determines that the user has
completed the print settings. After selection (touch) of this
OK button 701 is detected, the MFP 300 receives, viathe NFC
unit 201, a file to be printed using a file path of the file to be
printed included in the folder list received in step S109 so as
to print image data sent from the mobile communication
terminal 200 in step S104 (step S112). Then, the MFP 300
executes print processing according to the print settings (or
print conditions) set by the user in step S111 (step S113)
(second print control processing).

As described above, according to the first embodiment,
when the user puts the mobile communication terminal 200
over the NFC unit 918 of the MFP 300 (he or she locates the
terminal 200 to fall within the NFC communication range)
while he or she operates the mobile communication terminal
200 to select an image file to be printed and inputs a print
instruction, the mobile communication terminal 200 and
MFP 300 exchange information required to establish BT
communications via authentication using the NFC. After that,
the BT communications are made to be ready to print the
image file. In addition, the NFC communications are not
required. The user is visually or audibly informed of such
point (a point when a first stage is reached). Therefore, after
the user confirms this point, even when he or she separates
away from the NFC unit 918 of the MFP 300, the image file
can be normally transmitted as long as the mobile communi-
cation terminal 200 is located within the communication
range of the BT communications, and the user can obtain a
printed matter. However, as for print settings in this case, print
processing is executed according to default settings, which
were made in advance on the MEFP 300. On the other hand,
when the user continuously puts the mobile communication
terminal 200 over the NFC unit 918 of the MFP for a prede-
termined period of time (2 sec in this embodiment) or longer
since the beginning of the BT communications, the MFP 300
determines that a second stage is reached, and automatically
displays the screen related to detailed print settings on the
display unit 911 of itself. Then, the MFP 300 waits for a
setting completion instruction, and then executes print pro-
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cessing. Normally, since the MFP is literally a multi-function
apparatus, a large number of setting menus are managed in a
hierarchical structure. Therefore, the user has to make many
operations until a detailed print setting menu is reached. In
terms of this point, according to this embodiment, the user
need only put the mobile communication terminal 200 over
the NFC unit 918 of the MFP 300 and maintain this state for
a predetermined period of time (2 sec in this embodiment)
since the BT communications are established, thereby dis-
playing the detailed print setting screen (menu) and greatly
improving the operability.

Note that the aforementioned example has explained the
sending example using the data sending method using a so-
called PUSH type sending mode in which print processing is
started by sending image data in the stage of step S104.
However, the object of the present invention can also be
achieved by a PULL type sending mode. At the beginning of
the BT communications in step S104, image data information
of data to be printed is sent. The image data information
includes an image file name and path name information.
When the user has moved the mobile communication termi-
nal 200 to fall outside the NFC communication range since
the MFP 300 determines in step S105 that the NFC commu-
nication duration is less than the threshold, a channel connec-
tion request for data reception is issued from the MFP side,
and a reception request of image data required for print pro-
cessing is issued according to the previously received image
data information (PULL reception). When the NFC commu-
nication duration is equal to or larger than the threshold, a
channel connection request for data reception is issued as in
the case in which the user has immediately moved the mobile
communication terminal 200 after detailed settings are com-
plete, thus executing PULL reception of image data. Com-
pared to the PUSH type mode, by executing the PULL type
reception, image data to be printed can be acquired as needed,
and a limitation on a reception buffer on the MFP side can be
relaxed.

Second Embodiment

In the first embodiment, the user makes detailed print set-
tings on the MFP 300. The second embodiment will explain a
method of allowing the user to make detailed print settings on
the mobile communication terminal 200 in detail below.

The user operation sequence of an image print application
of the mobile communication terminal 200 will be described
first with reference to display screen examples shown in
FIGS. 5A to 5C and FIG. 11. When the application is
launched, an image selection screen shown in FIG. 5A is
displayed, thus allowing the user to select an image. When the
user selects an image and selects a print start key 503, MFPs
are searched for based on an inquiry request via the BT unit
202, and found MFPs are displayed on the display screen. A
printer selection screen shown in FIG. 5B shows a display
example of printers. The found MFPs are displayed on the
display unit 203. On the other hand, simultaneously with the
printer search via BT communications, an RF field is formed
around the antenna of the NFC unit 201 to make NFC com-
munications, and to search for an adjacent target. When the
user locates (puts) the mobile communication terminal in the
vicinity of (over) the NFC unit 918 of the MFP 300, the MFP
which serves as a target is found. When the user separates the
mobile communication terminal away from the MFP imme-
diately after the target is found, BT communications are
started to start data transmission, and print processing is
started according to default print settings of the MFP. When
the user continuously puts the mobile communication termi-
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nal 200 over the MFP 300 for a predetermined period of time
(2 sec) or longer, the mobile communication terminal 200
acquires Capability information from the MFP 300 via NFC
communications, and displays a detailed setting screen 1100
(see FIG. 11) on itself based on the acquired values. The user
can change various print settings ofthe MFP 300 by operating
a detailed setting area 1101 on the detailed setting screen
1100. When user touches a print start button 1102 after
completion of the detailed settings, the settings and image
data selected by the user are sent, and the MFP starts print
processing. After the print processing is started, a print in
progress screen shown in FIG. 5C is displayed.

An NFC communication protocol and BT communication
protocol between the mobile communication terminal 200
and MFP 300 will be described in detail below with reference
to the sequence chart shown in FIG. 12.

The mobile communication terminal 200 sends a polling
command via NFC communications so as to search for a
device to which an image is to be sent (step S1201). When the
MEFP 300 returns a response to the polling command (step
S1202), the mobile communication terminal 200 judges that
a target is found, and issues an NFC ID request including a
self NFCID (step S1203). The MFP 300 receives this request,
and sends a self NFC ID as a response to the request (step
S1204). The mobile communication terminal 200 and MFP
300 specify communication partners based on the received
NFC IDs. After that, the mutual devices exchange keys to
issue an authentication request (step S1205) and authentica-
tion response (step S1206), thus achieving mutual authenti-
cation and encrypting subsequent communications.

Next, the mobile communication terminal 200 issues a
request of information associated with other available proto-
cols to the MFP 300 (step S1207). Upon reception of this
request, the MFP 300 returns information associated with
other available protocols of itself (including BT communica-
tions) (step S1208). The mobile communication terminal 200
selects BT communications as a protocol suited to send image
data based on the received protocol information. Next, the
mobile communication terminal 200 issues a request of infor-
mation associated with a Bluetooth Device Address
(BD_ADDR), passkey, and link key required to establish a
BT communication connection with the MFP 300 (step
S1209), and receives information required to establish the BT
communication connection as a response from the MFP 300
(step S1210). The mobile communication terminal 200 con-
tinuously sends a polling command a plurality of times via
NFC communications (steps S1211 and S1213), and the MFP
300 returns a polling response (steps S1212 and S1214). The
mobile communication terminal 200 measures a duration of
the polling responses, and when it detects that the MFP 300 is
located in the vicinity of itself (within the NFC communica-
tion range) for, for example, 2 sec or longer, the mobile
communication terminal 200 issues a request of Capability
information which describes function information of the
MFP 300 via NFC communications (step S1215). Upon
reception of this request, the MFP 300 sends Capability infor-
mation (step S1216). FIG. 13 A shows the Capability infor-
mation request described in the XML format, and FIG. 13B
shows an example of the Capability information. As shown in
FIG. 13B, the Capability information includes information
such as available paper sizes, paper types, and printable
image formats. The mobile communication terminal 200 dis-
plays the detailed print setting screen on the display unit 810
of itself based on the received Capability information, thus
allowing the user to make settings. When the user has com-
pleted the settings and touches the print start button, the
mobile communication terminal 200 issues a BT connection



US 9,426,321 B2

15

request to the MFP 300 (step S1217), and the connection is
established by a response from the MFP 300 (step S1218).
Next, the mobile communication terminal 200 sends image
data together with the selected setting information via the BT
communication (step S1219). The MFP 300 returns a
response (step S1220), and starts print processing based on
the set information.

FIG. 14 is a flowchart showing the sequence of communi-
cation control processing of the mobile communication ter-
minal 200 according to the second embodiment. The mobile
communication terminal 200 begins to generate an RF field
required to search for an adjacent target (step S1401), and
waits for detection of the MFP 300 as a target (step S1402).
After the target is detected, the mobile communication termi-
nal 200 exchanges commands such as an ID request and
authentication request via NFC communications (step
S1403). Next, the mobile communication terminal 200 issues
a request of available protocol information to the MFP 300,
and acquires that information (step S1404). After the protocol
information is obtained, the mobile communication terminal
200 notifies the user of the decision by means of a buzzer tone
or the like since the control is ready to transit to BT commu-
nication (not shown). Then, the mobile communication ter-
minal 200 continuously sends a polling command via the
NFC communication to detect whether or not the MFP 300 is
located in the vicinity of itself (step S1405). If a polling
response ceases to be received before an elapse of a predeter-
mined period of time (2 sec in this embodiment), the mobile
communication terminal 200 begins to establish a BT com-
munication connection with the MFP 300 based on the
acquired protocol information, and sends image data in step
S1410 (first transmission control processing). In this case,
print processing is executed according to default print setting
contents.

On the other hand, if the polling response duration of, for
example, the predetermined period oftime (2 sec) or longer is
detected (step S1406), the mobile communication terminal
200 issues a request of function information (Capability
information) of the MFP 300 to the MFP 300 via the NFC
communications, and acquires that information (step S1407).
If the information can be successfully acquired, the mobile
communication terminal 200 notifies the user of that fact by
means of a buzzer tone or the like, and displays the print
setting screen on the operation screen based on the acquired
Capability information (step S1408), thus allowing the userto
make settings. [f the user has completed the print settings and
selects the print start button (step S1409), the mobile com-
munication terminal 200 begins to establish a BT communi-
cation connection to the MFP 300 based on the decided pro-
tocol information, and the process advances to step S1410 to
begin to send image data together with print setting informa-
tion that describes the set print conditions (second transmis-
sion control processing).

As can be seen from the above description, in the second
embodiment, an image flows from the mobile communication
terminal 200 to the MFP 300 in the PUSH type mode. The
mobile communication terminal 200 exchanges Capability
information via the NFC communications, but the object of
the present invention can also be achieved even when infor-
mation may be exchanged using other communication proto-
col. In this embodiment, since the polling commands (steps
S1211 and S1213) are issued to confirm if the mobile com-
munication terminal is located in the vicinity of the MFP, the
object of the present invention can also be achieved by send-
ing other commands. Alternatively, the object of the present
invention can also be achieved when the mobile communica-
tion terminal continuously forms an RF field without sending
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any command, and the MFP continuously detects the RF
field. This embodiment has explained the sequence for send-
ing image in a so-called PUSH type mode via the BT com-
munications. Alternatively, the object of the present invention
can also be achieved by a method in which data is acquired by
establishing a link connection from the MFP side in a PULL
type mode, a method of sending image data using other pro-
tocols such as a WLAN connection other than the BT com-
munications, a method in which image data is saved in a
server on the Internet, and the MFP receives URL information
of image data to be printed and directly acquires image data
from the server, and the like.

As described above, according to a printing system of the
second embodiment as well, the processing operations of the
mobile communication terminal can be selectively executed
by different simple operations between a case in which the
user wants to instruct to execute print processing using the
default settings of the MFP from the mobile communication
terminal and a case in which the user wants to make detailed
settings.

Note that in the description of this embodiment, when NFC
communications are established, pieces of information
required for BT communications are exchanged to establish
the BT communication. Alternatively, the communication
control may transit to WL AN communications in place of the
BT communications.

The description of the above embodiment has been given
under the precondition that the mobile communication termi-
nal is a smartphone. However, the type of a mobile terminal is
not particularly limited as long as the mobile terminal has
hardware associated with a plurality of communication units
including a first communication unit that makes a short dis-
tance wireless communication and a second communication
unit that is faster than the first communication unit and has a
longer communication distance than the first communication
unit. For example, a mobile phone, digital camera, PDA,
portable PC, and the like may be used. Especially, in case of
the smartphone, PDA, or PC, since an application program
executed by its internal processor can implement the mobile
communication terminal 200 described in the above embodi-
ment, it is apparent that the scope of the present invention
includes a computer program. Furthermore, since the com-
puter program is normally stored in a computer-readable
storage medium such as a CD-ROM, it is apparent that the
scope of the present invention includes that computer-read-
able storage medium.

Note that the above embodiment has exemplified the case
in which the MFP 300 receives print data stored in the mobile
communication terminal 200 as print information. However,
the present invention is not limited to this. For example, the
MEFP 300 may receive path information required to access
data to be printed, which is stored in the MFP 300 or an
external server, as print information from the mobile commu-
nication terminal 200, and may acquire the data to be printed
according to that path information to execute print process-
ing.

Other Embodiments

Aspects of the present invention can also be realized by a
computer of a system or apparatus (or devices such as a CPU
or MPU) that reads out and executes a program recorded on a
memory device to perform the functions of the above-de-
scribed embodiment(s), and by a method, the steps of which
are performed by a computer of a system or apparatus by, for
example, reading out and executing a program recorded on a
memory device to perform the functions of the above-de-
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scribed embodiment(s). For this purpose, the program is pro-
vided to the computer for example via a network or from a
recording medium of various types serving as the memory
device (e.g., computer-readable medium).

While the present invention has been described with refer-
ence to exemplary embodiments, it is to be understood that
the invention is not limited to the disclosed exemplary
embodiments. The scope of the following claims is to be
accorded the broadest interpretation so as to encompass all
such modifications and equivalent structures and functions.

This application claims the benefit of Japanese Patent
Application No. 2012-048617 filed Mar. 5, 2012, which is
hereby incorporated by reference herein in its entirety.

What is claimed is:

1. An apparatus comprising:

a processor and a memory configured to implement the

functions of;

a first wireless communication portion; and

a second wireless communication portion, wherein

the first wireless communication portion executes first

wireless communication by a first wireless communica-
tion method, and the second wireless communication
portion executes second wireless communication by a
second wireless communication method having a com-
munication range broader than that of the first wireless
communication method,

the processor causes a display device to display a prede-

termined screen for instructing printing in a case where
the first wireless communication portion is in a first state
such that the first wireless communication portion can
communicate with a printer, and does not cause the
display device to display the predetermined screen in a
case where the first wireless communication portion is in
a second state such that the first wireless communication
portion cannot communicate with the printer after the
first wireless communication portion established the
first wireless communication with the printer,

the second wireless communication portion establishes the

second wireless communication with the printer by the
second wireless communication method based on the
first wireless communication, and

the processor transmits data to be printed by the printer, to

the printer, using the second wireless communication
established by the second wireless communication por-
tion, in accordance with an instruction by a user to the
predetermined screen displayed by the display device.

2. The apparatus according to claim 1, wherein the proces-
sor causes the display device to display, in a case where the
first wireless communication by said first wireless communi-
cation portion is continued for not less than a predetermined
period of time, a screen for a user to designate a print setting,
and

the processor causes the printer to print the data according

to the print setting designated in the screen.

3. The apparatus according to claim 2, wherein in a case
where the first wireless communication with the printer is not
continued for not less than the predetermined period of time,
the processor causes the printer to print the data according to
a predetermined print setting.

4. The apparatus according to claim 2, wherein the proces-
sor causes the display device to display the predetermined
screen based on information acquired from the printer by the
first communication.

5. The apparatus according to claim 3, wherein the prede-
termined print setting is a print setting decided by said appa-
ratus or a print setting decided by the printer.
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6. The apparatus according to claim 1, wherein said first
wireless communication portion receives, using the first wire-
less communication method, setting information required to
establish the second wireless communication with the printer,
from the printer, and

the second wireless communication portion establishes the
second wireless communication using the setting infor-
mation.

7. The apparatus according to claim 1, wherein the display

device is included in said apparatus.

8. The apparatus according to claim 1, wherein the first
wireless communication method is a near field communica-
tion.

9. The apparatus according to claim 1, wherein the prede-
termined screen includes a display item for prompting a user
to designate printing.

10. The apparatus according to claim 1, wherein the second
wireless communication method is a wireless LAN.

11. The apparatus according to claim 1, wherein the pre-
determined screen is displayed at a stage in which the second
wireless communication portion can establish the second
communication with the printer without the first communi-
cation.

12. The apparatus according to claim 1, wherein the appa-
ratus is a smart phone.

13. The apparatus according to claim 1, wherein the pro-
cessor causes the display device to display a screen for select-
ing an image to be printed, and

the processor transmits, to the printer, data corresponding
to an image selected in the screen using the second
wireless communication.

14. The apparatus according to claim 1, wherein the second
wireless communication portion establishes the second wire-
less communication with the printer by the second wireless
communication portion, in accordance with the instruction by
the user to the predetermined screen displayed by the display
device.

15. A method for controlling an apparatus having a proces-
sor and a memory configured to implement the functions of a
first wireless communication portion configured to execute
first wireless communication by a first wireless communica-
tion method, and a second wireless communication portion
configured to execute second wireless communication by a
second wireless communication method having a communi-
cation range broader than that of the first wireless communi-
cation method, the method comprising:

a first wireless communication step communicating with a
printer by the first wireless communication method of
the first wireless communication portion;

a display control step causing a display device to display a
predetermined screen for instructing printing in a case
where the first wireless communication portion is in a
first state such that the first wireless communication
portion can communicate with a printer, and does not
cause the display device to display the predetermined
screen in a case where the first wireless communication
portion is in a second state such that the first communi-
cation portion cannot communicate with the printer after
the first wireless communication portion established the
first wireless communication with the printer,

a second wireless communication step establishing the
second wireless communication with the printer by the
second wireless communication portion, based on the
first wireless communication in the first wireless com-
munication step,

a print control step transmits, by the processor, data to be
printed by the printer, to the printer, using the second
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wireless communication established in the second wire-
less communication step, in accordance with an instruc-
tion by a user to the predetermined screen displayed in
the display control step.

16. The method according to claim 15, wherein the proces-
sor causes the display device to display, in a case where the
first wireless communication in said first communication step
is continued for not less than a predetermined period of time,
a screen for a user to designate a print setting is displayed as
the notification information, and

the processor causes the printer to print the data according

to the print setting designated in the screen.

17. The method according to claim 16, wherein in the print
control step, in a case where the first wireless communication
with the printer is not continued for not less than the prede-
termined period of time, the processor causes the printer to
print the data according to a predetermined print setting.

18. The method according to claim 16, wherein the proces-
sor causes the display device to display the predetermined
screen based on information acquired from the printer by the
first communication.

19. The method according to claim 17, wherein the prede-
termined print setting is a print setting decided by the appa-
ratus or a print setting decided by the printer.

20. The method according to claim 15, wherein the display
device is included in the apparatus.

21. The method according to claim 15, wherein the first
wireless communication method is a near field communica-
tion.

22. A non-transitory computer-readable storage medium
storing a program which, in a case where read and executed
by a computer, causes the computer to executes each steps in
the method according to claim 15.
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23. The method according to claim 15, wherein the prede-
termined screen includes a display item for prompting a user
to designate printing.

24. The method according to claim 15, wherein the second
wireless communication method is a wireless LAN.

25. The method according to claim 15, wherein the prede-
termined screen is displayed at a stage in which the second
communication step can establish the second communication
with the printer without the first communication.

26. The method according to claim 15, wherein the appa-
ratus is a smart phone.

27. The method according to claim 15, wherein the proces-
sor causes the display device to display a screen for selecting
an image to be printed, and

the processor transmits, to the printer, data corresponding

to an image selected in the screen using the second
wireless communication.

28. The method according to claim 15, wherein the second
wireless communication step establishes the second wireless
communication with the printer by the second wireless com-
munication portion, in accordance with the instruction by the
user to the predetermined screen displayed by the display
device.

29. The method according to claim 15, wherein in the first
wireless communication step, setting information required to
establish the second wireless communication with the printer
is received from the printer using the first wireless commu-
nication method, and

in the second wireless communication step, the second

wireless communication is established using the setting
information.



